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TM58618

ToolMaster Digital Refrigerant Scale 100KGS / 5G
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58614

Technical parameters

Max Weighting: 100 kg
Resolution: 5 g
Accuracy: ±0.05% rdg +10 g
Power Supply: 5AAA batteries
Operation Temperature: -10°C~40°C
Storage temperature: -15°C~50°C
Product Size: 271*271*74 mm

58614V

Technical parameters

Max Weighting: 150 kg
Resolution: 10 g
Accuracy: ±0.05% rdg +25 g
Power Supply: 5AAA batteries
Operation Temperature: -10°C~40°C
Storage temperature: -15°C~50°C
Product Size: 271*271*74 mm

Digital Scales 58614 & 58614V
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Wireless Digital Scales 58615 & 58615V

58615

Technical parameters

Max Weighting: 100 kg
Resolution: 5 g
Accuracy: ±0.05% rdg +10 g
Power Supply: handle device: 5AAA batteries /
Scale body: 5AA batteries
Operation Temperature: -10°C~40°C
Storage temperature: -15°C~50°C
Product Size: 271*271*74 mm

58615V

Technical parameters

Max Weighting: 150 kg
Resolution: 10 g
Accuracy: ±0.05% rdg +25 g
Power Supply: handle device: 5AAA batteries /
Scale body: 5AA batteries
Operation Temperature: -10°C~40°C
Storage temperature: -15°C~50°C
Product Size: 271*271*74 mm
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Digital Scales with solenoid valve 58616 & 58616V

58616

Technical parameters

Max Weighting: 100 kg
Resolution: 5 g
Accuracy: ±0.05% rdg +10 g
Power Supply: 5AAA batteries
Operation Temperature: -10°C~40°C
Storage temperature: -15°C~50°C
Product Size: 271*271*74 mm

58616V

Technical parameters

Max Weighting: 150 kg
Resolution: 10 g
Accuracy: ±0.05% rdg +25 g
Power Supply: 5AAA batteries
Operation Temperature: -10°C~40°C
Storage temperature: -15°C~50°C
Product Size: 271*271*74 mm
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Wireless Digital Scales with solenoid valve 58617 & 58617V

58617

Technical parameters

Max Weighting: 100 kg
Resolution: 5 g
Accuracy: ±0.05% rdg +10 g
Power Supply: Handle device: 5 AAA batteries
                       Scale body: 5 AA batteries
Operation Temperature: -10°C~40°C
Storage temperature: -15°C~50°C
Product Size: 271*271*74 mm

58617V

Technical parameters

Max Weighting: 150 kg
Resolution: 10 g
Accuracy: ±0.05% rdg +25 g
Power Supply: Handle device: 5 AAA batteries
                       Scale body: 5 AA batteries
Operation Temperature: -10°C~40°C
Storage temperature: -15°C~50°C
Product Size: 271*271*74 mm




