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Composite Air Impact Wrench www.apach-tools.com 

AWOSOH New!

1/2" Super Stubby Air Impact Wrench 

_.. Application 

AW095A New!

1 /2" Lightly Composite 

Air Impact Wrench 

_.. Application 

!!]==� 

_.. Features-----------------. 
• Mechanism: Jumbo Hammer

• Highest durable Japanese steel anvil

• Handle exhaust. Die casting of housing

• One hand operation for Forward & Reverse: 3 position for each side

• Replaceable anvil design for short sockets & bits or change to 

traditional anvil of 3/8" and 1 /2"

• Short Length: Only 3.3" from front to rear allows for easy access

in cramped spaces

• Components with durable and heavy duty materials

• Kit set : 3/8'� 1 /2" Adapter; 8mm, 10mm Bit Holder;
Socket :13, 17, 19, 21mm & 14mm ext.; Bit : 14H &T60

_.. Tool Specifiations ---------� 

Square Drive 

Bolt Capacity 

Avg/ Air Con. 
Air Inlet 
Air Pressure 
Hose Size I.D. 
Working  Torque
Max. Torque 
Free Speed 
Vibration 
Sound Pressure Level 
Overall Leng th 
Net Weig ht 

1/2" 

5/8" (M16) 

4.0 CFM (113 Umin) 
1/4" 

90 PSI (6.2 Bar) 
3/8" 

400 FT-LB/ 542 N.m. 

600 FT-LB / 813 N.m. 

9000 RPM 

11.6 m/s2 

94.5 Oba 
3.3" (84 mm) 

1.35 Kg (2.98 LB) 

_.. Features-----------------. 
• Mechanism : Twin Hammer

• Composite and magnesium material
• Highest durable Japanese steel anvil Handle exhaust

• Forward : 3 positions; Reverse : 1 position

• The Nut-Busting Torque could be reached to 1,200 ft-lb/ 1,620 Nm

• The cylinder is using material of FCD45 and has special heat treat,

it has high wear resistance.

• Blade with spring mounted, make sure the blades can be opened
when working!

• Simple structure, easy to service and repair!

_.. Tool Specifiations • 10Pcs/19.0KgJ20.0Kg/1.11·

Square Drive 

Bolt Capacity 

Avg/ Air Con. 
Air Inlet 
Air Pressure 
Hose Size I.D. 
Working  Torque
Max. Torque  
Free Speed 
Vibration 
Sound Pressure Level 
Overall Leng th 
Net Weig ht 

1/2 " 

1" (M25) 

5.5 CFM (158 Umin) 

1/4" 

90 PSI (6.2 Bar) 
3/8" 

800 FT-LB/ 1080 N.m. 

950 FT-LB/ 1283 N.m. 
8500 RPM 

8.1 m/s2 

91.5 Oba 
6-7/8" (179 mm)

1.7 Kg (3.75 LB)

0708 



Composite Air Impact Wrench www.apach-tools.com 

AWOSOG New!

1/2" Stubby Air Impact Wrench 

_.. Application 

�==� 

AWOSSC 

1/2" Composite Air Impact Wrench 

_.. Application 

_.. Features----------------, 
• Mechanism: Jumbo Hammer 

• Highest durable Japanese steel anvil
• Handle exhaust 

• One hand operation for Forward & Reverse; 3 position for each side 
• Die casting of housing
• Powerful torque with Low noise

• Components with durable and heavy duty materials 

• Short Length: Only 3-7/8" from front to rear allows for easy access
in cramped spaces

_.. Tool Specifiations 

Square Drive 
Bolt Capac ity 
Avg/ Air Con. 
Air Inlet 
Air Pressure 
Hose Size I. D. 
Working  Torque
Max. Torque 
Free Speed Vibration 
Sound Pressure Level 
Overall Leng th 
N et Weig ht 

1/2 " 
5/8" ( M16 ) 
4.0 CFM (113 Um in) 

1/4" 
90 PSI (6.2 Bar) 
3/8" 
 450 FT-LB/ 610 N.m. 
600 FT-LB/ 813 N.m. 
9000 RPM 
11.6 m/s2 

3.87" (99 m m )  

1.33 Kg ( 2.93 LB) 

_.. Features----------------, 
• Mechanism :Twin Hammer 

• Highest durable grade steel anvil

• Handle exhaust 
• Powerful torque and excellent continuity in the same tool's field

• Light weight with composite material
• Forward 3 position; Reverse : 1 position

• Hose fitting can swirl

_.. Tool Specifiations • 10Pcs/24.0Kgt2s.0Kgt1.11·

Square Drive 
Bolt Capac ity 

Avg/ Air Con. 
Air Inlet 
Air Pressure 
Hose Size I.D. 
Working  Torque
Max. Torque 
Free Speed Vibration 
Sound Pressure Level 
Overall Leng th 
N et Weig ht 

1/2 " 
7/8" ( M2 4 )  

5.3 CFM (150 Um in) 
1/4" 

90 PSI (6.2 Bar) 
3/8" 
650 FT-LB/ 8 81 N.m. 
8 40 FT-LB/ 1139 N.m. 

9500 RPM 
4.6 m/s2 

101.9 Dba 
7 -7/8" ( 200 m m )
2.2 Kg ( 4.8 LB) 

AW150A New!

3/4" Lightly Composite 

Air Impact Wrench 

_.. Application 

�=m 

AW200D New!

1 " Air Impact Wrench 

_.. Application 

�==�m 

_.. Features----------------, 
• Mechanism: Twin Hammer 

• Composite and magnesium material 
• Highest durable Japanese steel anvil

• Handle exhaust
• Forward: 3 positions; Reverse: 1 position
• The Nut-Busting Torque could be reached to 1,6 00 ft- lb/ 2250 Nm,

• The cylinder is using material of FCD45 and has special heat treat,
it has high wear resistance.

• Blade with spring mounted, make sure the blades can be opened
when working!

• Simple structure, easy to service and repair! 

_.. Tool Specifiations 

Square Drive 
Bolt Capac ity 
Avg/ Air Con. 
Air I nlet 
Air Pressure 
Hose Size I. D. 
Working  Torque
Max. Torque 
Free Speed Vibration 
Sound Pressure Level 
Overall Leng th 
N et Weig ht 

3/4" 
1 -1/4" ( M3 2 )  
7.0 CFM (19 8 Um in) 
3/8" 

90 PSI (6.2 Bar) 
3/8" 

1 200 FT-LB/ 16 87 N.m. 
1500 FT-LB/ 210 8 N.m. 
6000 RPM 
9.6 m/s2 
96.5 Oba 
8 -1/4" ( 209 m m )

3.0 Kg (6.4 LB) 

_.. Features----------------, 
• Mechanism: Twin Hammer 
• Highest durable steel Anvil (standard & 6" optional) 
• Top exhaust or bottom exhaust
• Forward & Reverse : 3 position for each side
• Heavy duty casting of housing
• Inside or outside trigger available
• Components with durable and heavy duty materials
• Inside or outside trigger available
• Kit set available : (sockets: 21, 22, 24, 27, 30, 36 , 38 , 41 mm x 90L) 

_.. Tool Specifiations 

Square Drive 
Bolt Capac ity 

Avg/ Air Con. 
Air I nlet 
Air Pressure 
Hose Size I.D. 
Working  Torque
Max. Torque 
Free Speed Vibration 
Sound Pressure Level 
Overall Leng th 
N et Weig ht 

1" 
1 -3/8" ( M33 ) 

6.9 4 CFM (196 Um in) 
1/2" 

90 PSI (6.2 Bar) 
1/2" 
1 800 FT-LB/ 2 4 40 N.m. 
2000 FT-LB/ 271 2 N.m. 

6100 RPM 
5.8 m/s2 

19 -3/8" ( 490 m m )  
6.9 Kg (16.25 LB) 

0910 









3/4" Air Impact Wrench www.apach-tools.com 

AW120B 

3/4" Air Impact Wrench 

_.... Application

AW100A 

3/ 4" Air Impact Wrench 

_.... Application

l!l=mCJ 

_.... Features------------� 
• Mechanism :Twin Hammer
• Pistol type design, comfort and convenience to operators
• Highest durable Japan's steel anvil (2" & 6" optional)
• Handle exhaust
• Forward 3 position; Reverse : 2 position
• Powerful torque with excellent continuity
• Heavy duty casting of housing
• Components with durable and heavy duty materials
• Kit set available : (sockets: 26, 27, 29, 30, 32, 35, 36, 38mm.)

_.... Tool Specifiations • 4 Pcs/22.3Kg/23.1 Kg/1.15'

Square Drive 
Bolt Capacity 
Avg/ Air Con. 
Air Inlet 
Air Pressure 

Hose Size I.D. 

Torque (5 Sec.) 
Max. Torque (10 Sec. ) 
Free Speed 
Vibration 
Sound Pressure Level 
Overall Length 
Net Weight 

3/4" 
1-5/16" (M34 )
8.4 CFM (238 L/min )
3/8"

90 PSI (6.2 Bar )
1/2"
1200 FT-LB/ 1627 N.m.
1500 FT-LB/ 2034 N.m.
5000 RPM
6.4 m/s2
91 Oba
8-1/2" (216.5 mm )
5.1 Kg (11.2 LB)

_.... Features-------------� 
• Mechanism :Twin Hammer
• Hand push reciprocating forward-reverse switch, and high-low

speed regulator 
• Highest durable Japan's steel anvil
• Front exhaust
• Light weight and short length for narrow area
• Excellent power-weight ratio
• Components with durable and heavy duty materials
• Two piece housing for easy service
• Air circulation is good in housing which can make front housing

cold down
• Die casting of housing

• Kit set available : (sockets: 26, 27, 29, 30, 32, 35, 36, 38mm.)

_.... Tool Specifiations • 4 PcsI1s.7Kg/19.3Kgt1.21·

Square Drive 
Bolt Capacity 

Avg/ Air Con. 
Air Inlet 
Air Pressure 
Hose Size I.D. 
Torque (5 Sec.) 
Max. Torque (10 Sec. ) 
Free Speed 
Vibration 
Sound Pressure Level 
Overall Length 
Net Weight 

3/4" 
1" (M25 ) 
5.30 CFM (150 L/min ) 
1/4" 
90 PSI (6.2 Bar )  
3/8" 
1400 FT-LB/ 1763 N.m. 
1600 FT-LB/ 2169 N.m. 
6500 RPM 
5.8 m/s2 
92 Oba 
8-1/4" (210 mm )
4.3 Kg (9.5 LB)

AWOSOA 

3/4" Air Impact Wrench 

_.... Application

l!l=mCJ 

AWOSSA 

3/4" Air Impact Wrench 

·�-''''
<" ra 

I 
_.... Application

_.... Features------------� 
• Mechanism : Pin clutch
• Hand push reciprocating forward-reverse switch, and high-low

speed regulator

• Highest durable grade steel anvil

• Front exhaust

• Powerful, stable and continuous torque

• Components with durable and heavy duty materials

• Quieter operation, less vibration

• Die casting of housing

• Kit set available : (sockets: 26, 27, 29, 30, 32, 35, 36, 38mm.)

_.... Tool Specifiations • 4 Pcs/20.1 Kg/20.s Kg/1.21 •

Square Drive 
Bolt Capacity 
Avg/ Air Con. 
Air Inlet 
Air Pressure 

Hose Size I.D. 
Torque (5 Sec.) 
Max. Torque (10 Sec.) 
Free Speed 
Vibration 
Sound Pressure Level 
Overall Length 
Net Weight 

3/4" 
7/8" (M24 ) 
4.2 CFM (119 L/min ) 
1/4" 
90 PSI (6.2 Bar ) 
3/8" 
700 FT-LB/ 949 N.m. 
800 FT-LB/ 1085 N.m. 
4800 RPM 
5.8 m/s2 
86 Oba 
9-3/4" (248 mm )
4.6 Kg (10.1 LB)

_.... Features-------------� 
• Mechanism : Pin Clutch
• Hand push reciprocating forward-reverse switch, and high-low

speed regulator
• Highest durable grade steel anvil
• Front exhaust
• Powerful, stable and continuous torque
• Components with durable and heavy duty materials
• Quieter operation, less vibration
• Die casting of housing
• Excellent power-weight ratio, good integral design, and attractive

profile
• Kit set available : (sockets: 26, 27, 29, 30, 32, 35, 36, 38mm.)

_.... Tool Specifiations • 4PcsI21.3Kgt22.1Kgt1.15•

Square Drive 
Bolt Capacity 

Avg/ Air Con. 
Air Inlet 
Air Pressure 
Hose Size I.D. 
Torque (5 Sec.) 
Max. Torque (10 Sec.) 
Free Speed 
Vibration 
Sound Pressure Level 
Overall Length 
Net Weight 

3/4" 
7/8" (M24 ) 
4.2 CFM (119 L/min ) 
1/4" 
90 PSI (6.2 Bar ) 
3/8" 
700 FT-LB/ 949 N.m. 
800 FT-LB/ 1085 N.m. 
4700 RPM 
5.8 m/s2 
86 Oba 
9-3/4" (248 mm )
5.0 Kg (11 LB)

1718 











Air Screwdriver www.apach-tools.com 

AD312A 

High Torque Air Screwdriver 

� Application 

AD314A 

High Torque Air Screwdriver 

� Application 

� Features----------------. 
• Mechanism: Pin Clutch
• Pistol type with high torque

• Suit for assembly lines of various industries

� Tool Specifiations • 10 Pcs/16.95 Kg /17.5 Kg/0.93'

Bolt Capacity 
Avg/ Air Con. 
Air Inlet 

Air Pressure 

Hose Size I.D. 

Max. Torque 

Free Speed 
Overall Leng th 
Net Weight 

�3-12 
2.98 CFM (8 4 Umin) 
1/4" 
90 PSI (6.2 Bar) 

1/4" 
190 FT-LB/ 257 N. m. 
9000 RPM 
220 mm 
1.35 Kg (2 .97 LB) 

� Features----------------. 
• Mechanism: Pin Clutch

• Pistol type with high torque
• Suit for assembly lines of various industries

� Tool Specifiations • 10 Pcs/17.45 Kgt1s.o Kg/0.93'

Bolt Capacity 
Avg/ Air Con. 

Air Inlet 

Air Pressure 
Hose Size I.D. 

Max. Torque 

Free Speed 
Overall Leng th 
Net Weight 

�3-1 4 
3.03 CFM (85.7 L/min) 
1/4" 

90 PSI (6.2 Bar) 
1/4" 
220 FT-LB/ 298 N. m. 
9500 RPM 
220 mm 
1. 40 Kg (3 .10 LB)

AD206A 

High Speed Air Screwdriver 

� Application 

AD409A 

High Speed Air Screwdriver 

� Application 

� Features------------------. 
• Suit for light work, maintaining and assembling application

• Small size, light weight, small vibration.
• Simple start lever, light weight & save effort.

• Forward & Reverse switching structure.
• Adjustable clutch device provides torque control.
• High speed stepless automatic transmission.

� Tool Specifiations • 25 Pcs/21.5 Kg/22.1 Kg/1.0'

Bolt Capacity 
Avg/ Air Con. 
Air Inlet 

Air Pressure 

Hose Size I.D. 
Max. Torque 

Free Speed 
Overall Leng th 
Net Weight 

�2-5 
2 .3 CFM (63 L/min) 
1/4" 
90 PSI (6 .2 Bar) 
1/4" 
33 FT-LB/ 45 N. m. 
12000 RPM 
6 -1/2" (165 mm) 
0 .69 Kg (1.52 LB) 

� Features------------------. 
• High speed, powerful, suit for assembly lines of various industries.
• Small vibration.
• Simple start lever, light weight & save effort.
• Forward & Reverse switching structure.
• Adjustable clutch device provides torque control.
• High speed stepless automatic transmission.

� Tool Specifiations • 25 Pcst3o.o Kg/30.6 Kgt1.o·

Bolt Capacity 
Avg/ Air Con. 

Air Inlet 

Air Pressure 
Hose Size I.D. 
Max. Torque 
Free Speed 
Overall Leng th 
Net Weight 

� 4-8 
3 .0 CFM (82 L/min) 
1/4" 

90 PSI (6 .2 Bar) 
1/4" 
60 FT-LB/ 80 N. m. 
8000 RPM 
220 mm 
1 .10 Kg (2. 43 LB) 

2728 
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